
106
IN

N
O

V
A

T
O

R
S

 B
Y

 D
E

S
IG

N
S

IN
C

E
 17

7
0



106

Keyline S.p.A. 106

Professional key cutting machine for flat keys for cylinder and car  
locks, and cruciform keys. The selection of the jaw side is especially  
 simple, quick and convenient: just press the lifting lever
 to rotate the mechanism until the most
 appropriate face is displayed.

 The specific button to start the supplied brush
 is a guarantee of safety. Moreover,
the protection casing hermetic layout facilitates
brushing and prevents swarfs from coming
into contact with the transmission mechanisms.

Safety, convenience, ease of use, flexibility and rapidity 
of cutting are the main advantages offered to the user, 
thanks to 106’s technological novelties.

The addition of an independent switch for turning off the light 
make it the ideal tool for every duplication professional.

TECHNICAL FEATURES

Model

Power Supply

Lighting

Jaws

Motor

Cutter

Cutter Speed

Brush

Dimensions

Weight

           106            106 Carbide

          110V 60Hz

          Neon

          4-sided

Asynchronous, one speed, 0.25 Kw

HSS ø 3.14”

      640 rpm        1400 rpm

          Tynex

  18” x 15” x 17”

          55 lbs

with adaptor
con adaptador



Keyline S.p.A. 106

CARACTERÍSTICAS TÉCNICAS

Modelo

Alimentación

Iluminación

Mordazas

Motor

Fresa

Velocidad Fresa

Cepillo

Medidas

Peso

           106            106 Carbide

          110V 60Hz

          Neón

          4-caras

Asíncrono, una velocidad, 0.25 Kw

HSS ø 3.14”

      640 rpm        1400 rpm

          Tynex

  18” x 15” x 17”

          55 lbs

 Duplicadora profesional de llaves planas para 
 cilindro, coches y llaves a cruz.
La elección del lado mordaza es especialmente simple, 
rápida y cómoda; es suficiente presionar la palanca 
especial de elevación para permitir la rotación hasta 
la cara deseada.

El arranque del cepillo en dotación por medio
del pulsador específico es una garantía de
seguridad. Además, la fabricación hermética
del carter de protección facilita el cepillado
y evita que los residuos entren en contacto
con los órganos de transmisión.

Seguridad, comodidad, facilidad, flexibilidad
y velocidad de duplicación son beneficios para
el usuario, que aprovecha de la mejor manera
las novedades tecnológicas de 106.

El añadido de un interruptor independiente
para el apagado de la lámpara la convierte
en el instrumento ideal para todos los
profesionales de la duplicación.



Keyline USA

Bianchi USA, Inc.

31336 Industrial Pkwy - Suite 3

North Olmsted, Ohio 44070, USA

T +1 440 716 8006

F +1 216 803 0202

TF +1 800 891 2118

info@keyline-usa.com

www.keyline-usa.com

Keyline Italia

Keyline Italia S.r.l.

Parco Leonardo

Via Francesco Borromini, 22

00054 Fiumicino (RM), Italy

T +39 06 4122 9822

F +39 06 4120 0981

info@keyline-italia.it

www.keyline-italia.it

Keyline UK

18 Beeston Court - Stuart Road

Manor Park - Runcorn - Cheshire

WA7 1SS - UK

T +44 (0) 1928 571 167

F +44 (0) 1928 579 595

info@keyline-uk.co.uk

www.keyline-uk.co.uk

Keyline Shanghai

Bianchi 1770 Hardware Technology (Shanghai) Co. Ltd

比安奇五金技术（上海）有限公司

中国上海市虹口区黄浦路99号

上海滩国际大厦1505室

Room 1505, Shanghai Bund International Tower

No.99 Huangpu Road, Hong Kou District 200080

Shanghai P.R. China

T +86 021 5031 0980

F +86 021 5031 0981

info@keyline-shanghai.com

www.keyline-shanghai.com

Keyline Germany

Keyline GmbH

Uhlandstraße 31b

42549 Velbert, Germany

T +49 (0) 2051 807 4444

F +49 (0) 2051 606 9922

info@keyline-germany.de

www.keyline-germany.de

Bianchi 1770 Group Companies distributing Keyline products

Bianchi 1770 Group Representative Offices coordinating onsite distributors 

To find the distributor closest to your company,  
please send a request to:

Keyline

Keyline S.p.A.

Via Camillo Bianchi, 2 - P.O. Box 251

31015 Conegliano (TV) Italy

T +39 0438 202 511

F +39 0438 202 520

info@keyline.it

www.keyline.it

Keyline Japan

〒532-0011

大阪府大阪市淀川区西中島4-7-20

日宝新大阪第1ビル4階1号
Room 4F-1 Nippo Shin-Osaka Daiich Building

4-7-20 Nishinakajima, Yodogawa-ku Osaka City

Osaka 532-0011, Japan

T +81 6 4805 6969

F +81 6 4805 6900

info@keyline-japan.jp

www.keyline-japan.jp

CERTIFICATION UNI EN ISO 9001:2008


